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DESIGN

UPTIME INSTITUTE CERTIFIED

PROEN Corp Public Company Limi ted
OTT DC, Phase 1

Expires 17 August 2025

• Data Center facility with the standard of Tier III
•  99.99% Uptime
•  2N+1 Fault Tolerant
•  72 Hour Power Outage Protection

PROEN Data Center
at NT Bangrak Building



PROEN IDC
(4th, 18th Fl., NT Bangrak Building)

Services for Data Center

Colocation
For Content Media Provider, 

Game Online, 
Video Streaming

PRO Service
All technology for all 

Industry

Managed 
Enterprise Cloud

SEACloud Hosting, Public 
and Private Cloud

Managed Security
Cloud-based DDoS 
Protection and WAF

บริษัท โปรเอ็น คอร์ป จำกัด (มหาชน)
72 อาคารโทรคมนาคม บางรัก ชั้น 4, 18 ถ.เจริญกรุง
แขวงบางรัก เขตบางรัก กรุงเทพฯ 10500
โทร. 0 2639 7888
PROEN Corp Public Company Limited
72 NT Bangrak Building 4th, 18th Fl.,
Charoen Krung Rd., Bang Rak, Bang Rak, Bangkok 10500
Tel. 0 2639 7888
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PROEN OTT DC
Rama 9 - Srinakarin

PROEN DATA CENTER
NT Bangrak

TIG-NIX
100
Gbps 200

Gbps

CAT-NIX
20
Gbps

Jastel
80
Gbps

AIS
100
Gbps

CAT-IIG
1/3
Gbps

TIG-IIG
1/3
Gbps

AIS
1/1
Gbps

CAT-NIX
40
Gbps

Jastel
120
Gbps

TOT-NIX
20
Gbps

DTAC
100
Gbps

TIG-NIX
200
Gbps

AIS
200
Gbps

AIS
1/1
Gbps

TIG-IIG
1.5/4.5

Gbps

CAT-IIG
2/8
Gbps

DomesticInternational



Features
•	No.1 Domestic Bandwidth
•	ISO/IEC 27001:2013
•	ISO 9001:2015 Certified
•	CSA-STAR Level 1 Certified
•	Low Latency (Microseconds)
•	High Performance Networking Design
•	Proactive Operation and Smart Hands Service
•	Full Redundant Power System and Network Facilities

Facility Electrical System

Surasak Substation
(Active)

Si Phraya Substation
(Active)

•	2 Routes main electricity
•	2N+1 Redundant In the NT Bangrak Building, 
6 Generators of 1,900 Horsepower Backup Time 
More Than 70 Hrs.

•	2N Redundant UPS Battery Backup time 
More Than 30 Minute



T +66 2690 3888
E sales@proen.co.th
W www.proen.co.th

Facility Security System

Facility Cooling System
•	2N Redundant Cooling Systems
•	The Cooling Tower and Water Cooler Chiller to Distribute the Coolness Thoroughly 
in The Temperature of Around 20-25 °c Throughout the IDC and Controlling Moisture 40-60%


